










QualityDurabilityFlexibilityWorkflow RICOH Pro 907EX/1107EX/1357EX
System Specifications

General Specifications
Warm-Up Time Less than 360 seconds
Media Weights Trays 1, 2, 3: 14 lb. Bond – 

80 lb. Cover (52-216 g/m2)
LT LCT Trays 4, 5: 14 lb. Bond –
80 lb. Cover (52-216 g/m2)
LT LCT Tray 6: 14 lb. Bond – 
60 lb. Cover (52-163 g/m2)
DLT LCT Trays 4, 6: 14 lb. Bond –
90 lb. Cover (52-256 g/m2)
DLT LCT Tray 5: 11 lb. Bond – 
100 lb. Cover (40-300 g/m2)

Standard Media Capacity 3,000 sheets
Tray 1: 2 x 1,000-Sheet Tray
Tray 2: 1 x 500-Sheet Tray
Tray 3: 1 x 500-Sheet Tray

Power Requirements 208 – 240V, 50/60 Hz, 20A
(dedicated outlet)

Dimensions (WxDxH) 34.3" x 33.9" x 58.2"

System Specifications
Speed Pro 907EX:   90 pages-per-minute

Pro 1107EX: 110 pages-per-minute
Pro 1357EX: 135 pages-per-minute

Throughput Size 5.5" x 8.5" to 13" x 19.2"
Reduction/Enlargement 25% – 400% (1% increments)

System Accessories
100-Sheet Automatic Document Feeder (Standard)
Original Media Weights 11 – 34 lb. Bond (simplex)

14 – 28 lb. Bond (duplex)

RT5030 LT Large Capacity Tray (Optional)
Media Sizes Supported 5.5" x 8.5" to 8.5" x 11"
Media Capacity Tray 4: 1,000 sheets

Tray 5: 1,000 sheets
Tray 6: 2,550 sheets

Media Weights Tray 4/5: 14 lb. Bond - 80 lb. Cover
Tray 6: 14 lb. Bond - 60 lb. Cover 

Dimensions (WxDxH) 21.2" x 28.7" x 38.6"

RT5040 DLT Large Capacity Tray (Optional)
Media Sizes Supported 5.5" x 8.5" to 13" x 19.2"
Media Capacity Tray 4: 1,000 sheets

Tray 5: 2,000 sheets
Tray 6: 1,000 sheets

Media Weights Tray 4/6: 14 lb. Bond - 90 lb. Cover
Tray 5: 11 lb. Bond - 100 lb. Cover

Dimensions (WxDxH) 34.6" x 28.8" x 38.6"

SR5000 Finisher with 100-Sheet Stapler (Optional)
Media Weights Proof Tray: 16 lb. Bond – 80 lb. Cover

Shift Tray: 14 lb. Bond – 100 lb. Cover
Z-Folding: 18 – 20 lb. Bond

Shift Tray 3,000 sheets (8.5" x 11")
1,500 sheets (8.5" x 14"/11" x 17")
1,000 sheets (13" x 19.2")

Proof Tray 500 sheets (8.5" x 11" or smaller)
250 sheets (8.5" x 14" or larger)

Staple Capacity 100 sheets (based on 20 lb. Bond)
Z-Folding 10 sheets
Hole Punching 2 or 3 holes
Dimensions (WxDxH) 31.5" x 28.7" x 38.6"

CI5010 Cover Interposer (Optional)
Media Sizes Supported 5.5" x 8.5" to 13" x 19.2"
Media Capacity 2 x 200 sheets
Media Weights 17 – 58 lb. Bond/80 lb. Cover
Dimensions (WxDxH) 27.9" x 28.7" x 50"

BY5000 Multi Bypass Tray (Optional)
Media Capacity 500 sheets (based on 8.5" x 11")
Media Sizes Supported 5.5" x 8.5" to 12" x 18" (RT5030)

5.5" x 8.5" to 13" x 19.2" (RT5040)

PU5000 Punch Unit (Optional)
Punch Type 2 or 3 holes (user-selectable)
Weights Punched 16 lb. Bond – 90 lb. Index

RB5000 Ring Binder (Optional)
Media Sizes Supported 8.5" x 11" (LEF only)
Maximum Capacity 100 sheets/booklet
Ring Sizes Supported 50-Sheet/100-Sheet
Media Weight Punched 20 – 40 lb. Bond, 50 – 80 lb. Cover
Dimensions (WxDxH) 34.2" x 28.7" x 38.5"
Power Requirements 120V, 60Hz

GB5000 Perfect Binder (Optional)
Maximum Capacity 200 sheets (400 pages in 

duplex mode, 80 g/m2)
Media Sizes Supported Body: Width 10.11" – 12.59",

Length 7.16" – 9" (20 – 40 lb.
Bond, 50 – 60 lb. Cover)
Cover: Width 10.11" – 13",
Length 14.3" – 19.20"
(24  – 40 lb. Bond, 50 – 100 lb. Cover)
Finished Booklet Size: Width 7.9"
– 11.7", Length 5.5" – 8.5"

Dimensions (WxDxH) 42.91" x 31.14" x 54.60"
Interposer Tray 2 x 200 sheets
Power Requirements 200 – 240V, 50/60 Hz

GBC StreamPunch III (Optional)
Punch Type Customer-replaceable die sets
Media Size Supported 8.5" x 11", long edge feed 
Dimensions (WxDxH) 12" x 28.5" x 38.5"

SR5020 Booklet Finisher (Optional)
Media Sizes Supported Up to 13" x 19.2"
Media Weights Proof Tray: 14 – 40 lb. Bond, 

50 – 80 lb. Cover, (without Z-Folding)
Shift Tray: 14 lb. Bond – 100 lb.
Cover (without Z-Folding), 
18 – 28 lb. Bond (Z-Folding)

Stacking Capacity Proof Tray: 250 sheets (letter or
smaller)
50 sheets (8.5" x 14" or larger)
Shift Tray: 2,500 sheets 
(8.5" x 11" LEF)
1,500 sheets (letter SEF, 
11" x 17" SEF)
1,000 sheets (13" x 19.2" or smaller)
500 sheets (5.5" x 8.5" LEF)
100 sheets (5.5" x 8.5" SEF)
30 sheets (Z-Folding media)

Staple Capacity 100 sheets (8.5" x 11", (80 g/m2)
50 sheets (8.5" x 14" 
or 11" x 17" (80 g/m2)

Saddle-Stitch Media Size: 8.5" x 11" – 13" x 19.2"
Media Weight: 18 – 24 lb. Bond
Staple Position: Center 2 position
Staple Capacity: 20 sheets 
(18 – 20 lb. Bond), 
15 sheets (20 – 24 lb. Bond)

Hole Punching (optional) 2 or 3 holes

FD5000 Multi-Folding (Optional)
Copy Dimensions (WxDxH) 18.3" x 28.7" x 38.6"
Power Consumption 120V, 60HZ
Folding Patterns Z-Fold, Half-Fold/Print inside, Half-

Fold/Print outside, Letter Fold-
in/Print inside, Letter Fold-in/Print
outside, Letter Fold-out, Double
Parallel/Print inside, Double
Parallel/Print outside, Gate-Fold/
Print inside, Gate-Fold/Print
outside

Media Sizes Supported 8.5" x 11" – 13" x 19.2"

TR5020 Booklet Trimmer (Optional)
Dimensions (WxDxH) 43.9" x 35" x 21.9"
Power Consumption 120V, 60Hz
Trimming Type One side edge
Trimming Capacity 40 sheets after folding
Media Sizes Supported 5.5" x 8.5" – 13" x 19.2"

RT5040 DLT/A3 Tray Kit* (Optional)
Dimensions (WxDxH) 19.5" x 21" x 6.9"
Media Sizes Supported 8.5" x 11", 8.5" x 14", 11" x 17"

Media Capacity 1,000 sheets
*This option is put on the Tandem LCT in Tray 1 of base unit and can feed
DLT or A3 media 

SK5010 High Capacity Stacker* (Optional)
Dimensions (WxDxH) 35.4" x 38.6" x 28.7"
Power Consumption 120V, 60Hz
Media Sizes Supported Proof Tray & Shift Tray: 

Up to 13" x 19.2"
Media Weight 14 lb. – 100 lb. Cover
Stack Capacity Proof Tray: 250 sheets

Shift Tray: 5,000 sheets (output
jogger standard)

Roll-Away Cart One included (second one optional)
*Decurl Unit must be connected when Large Capacity Stacker is configured

DU5000 Decurl Unit (Optional)
Dimensions (WxDxH) 6.7" x 28.7" x 39"
Power Consumption From mainframe
Decurl Function Pressure Adjustment: 5 steps

Printer Specifications 
CPU Intel Pentium M 1.4 GHz
Memory 512 MB standard

1.5 GB (standard + Printer/
Scanner Unit)

HDD Capacity 320 GB (320 GB x 1)
Drivers / PDL RPCS, PCL5e/6

Optional: Adobe® PostScript 3TM,
Genuine IPDS

Print Resolution 1200 dpi (max.)
Fonts PCL: TrueType: 45 Intellifonts, 13

International Fonts
Optional: PS3: 136 Adobe Type 1 

Standard Connectivity 100Base-TX/10Base-T Ethernet,
USB 2.0

Optional Connectivity* IEEE 1284, IEEE 802,11a/b/g 
Wireless LAN, Bluetooth, 1000Base-T

Network Protocol TCP/IP, IPX/SPX, AppleTalk
Operating Systems Windows 2000, XP, Vista, Server

2003, Server 2008
Mac OS 8.6 – 9.2.X (OS X Classic)
Mac OS 10.1.X – 10.4.X
Max OS 10.5.X

Utilities Supported Web Image Monitor, Web
SmartDeviceMonitor,
SmartDeviceMonitor, Printer Utility
for Mac, PDF Direct Printing 
(through DeskTopBinder),
DeskTopBinder

Printer Options IEEE 1284 Interface, 
IEEE 802.1a/b/g Wireless, Interface
Gigabit Ethernet, Bluetooth
Interface

*Only one of these options can be installed at one time

Scanner Specifications (Standard)
Scan Speed 80 spm in black & white or color
Optical Resolution 100/150/200/300/400/600 dpi
TWAIN Resolution 100–1200 dpi
File Formats TIFF/JPEG/PDF and High

Compression PDF

Scan-to-Email
Requirement SMTP Gateway and TCP/IP
Registered E-mail Addr. 2,000 
Maximum Addresses/Send 500 
Address Support via LDAP 100 addresses

Scan-to-Folder
Protocol Support SMB/FTP/NCP
Resolution 100/150/200/300/400/600 dpi
Client Folders Per Send 50 (max.)
File Types Supported Single Page TIFF/JPEG/PDF, Multi-

Page TIFF/PDF, High Compression
PDF

For maximum performance and yield, we recommend 
using genuine Ricoh parts and supplies.

The Air Assist feature uses controlled airflow to
handle a wider range of media stocks—from very
thin to very thick—with high reliability.

Note: Available on DLT/LCT

All systems feature Trained Customer Replaceable
Units (TCRUs), which trained operators can replace
quickly to maximize uptime without calling for
service.

www.ricoh-usa.com

RICOH Pro 907EX/1107EX/1357EX
Digital Imaging System
Maximum Efficiency, 
Production-Class Performance

flexibility

speed

reliability

Ricoh Americas Corporation, Five Dedrick Place, West Caldwell, NJ 07006
Ricoh® and the Ricoh Logo are registered trademarks of Ricoh Company, Ltd. All other
trademarks are the property of their respective owners. Print speed may be affected by
network, application or PC performance. Specifications and external appearances are
subject to change without notice. Products are shown with optional features.
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RT5040 DLT Large Capacity Trays (optional):
Customize the system with your choice of Large
Capacity Trays for feeding all types and sizes of
documents, including media sizes up to 13" x 19.2".

Three Controllers: Select the EFI Fiery EB-1357
controller to streamline digital workflow in controlled
production environments. To maximize workflow
automation, add PrintStation 0136r Connectivity 
for MicroPress. Or choose the Printer/Scanner Unit
Type 1357 for large offices and workgroups.

Base Unit: Pro 907EX: 90 ppm; 1107EX: 110 ppm; 1357EX: 135 ppm

CI5010 Cover Interposer (optional): Energize black & white documents
with preprinted color covers or color insert sheets. Each tray holds up to
200 sheets, up to 13" x 19.2" in size.

FD5000 Multi-Folding Unit (optional/not shown): Meet a wide range of
folding requirements with the versatile Multi-Folding Unit.

TR5020 Booklet 
Trimmer (optional), 
SR5020 Booklet 
Finisher (optional): Create
professional booklets with your
choice of two-position stapling,
saddle-stitching, trimming 
and hole punching.

High-Speed Color Scanner: Scan black & white or
color documents up to 80 sides-per-minute.

SK5010 High Capacity Stacker (optional/not shown): Accept high-volume
finishing jobs without hesitation. This stacker holds up to 5,250 sheets and can
be connected to a second stacker to hold up to 10,250 sheets.

RB5000 Ring Binder (optional/not shown): Produce finished ring-bound
books completely inline. Users can even open the binding to insert or remove
pages at will.

SR5000 Finisher (optional/not shown): Staple up to 100 sheets in multiple
positions with a 3,000-Sheet Finisher. 




